
Combined Laboratory Ovens and Incubators G209A/B 

Dual purpose for both perspiration and oven-dry tests 

with high accuracy. 30 liter or 120 liter capacity. Dual 

temperature ranges and scales ( Oven: 40-250°C , 

Incubator: 40-1 oo•c ) with 2 shelves. Direct reading 

hydraulic temperature control and safety thermostat 

with warning indicator. Other sizes, temperature 

ranges and accuracies available upon request. 

SIZE: 30 Liters 

WEIGHT 20 kg/ 44 lbs 

DIMENSIONS External 
420 mm (w) x 430 mm (d) x 580 mm (h) / 
17 in (w) x 17.5 in (d) x 23 in (h) 

Internal 
310 mm (w) x 300 mm (d) x 350 mm (h) / 
12.5 in (w) x 12 in (d) x 14 in (h) 

SIZE: 120 Liters 

WEIGHT 45 kg/ 99 lbs 

DIMENSIONS External 
600 mm (w) x 580 mm (d) x 810 mm (h) / 
24 in (w) x 23 in (d) x 32.5 in (h) 

Internal 
480 mm (w) x 460 mm (d) x 550 mm (h) / 
19 in (w) x 18.5 in (d) x 22 in (h) 

ORDERING INFORMATION 

G209A 

G209B 

STANDARDS: 

Combined Laboratory Oven and Incubator, 
30 liters 

Combined Laboratory Oven and Incubator, 
120 liters 

M&SC6/C7/C10/C11 AATCC 15 


