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MANUFACTURING 

Most of the SDL Atlas products featured in 

this catalog are designed and manufactured 

in our own facilities under rigidly controlled 

conditions. While highly skilled, veteran 

SDL Atlas craftsmen supply expertise in 

sheet metal work, welding and machining, 

other quality-conscious professionals focus 

on mechanical, electrical and electronic 

assembly. Our design and rapid prototyping 

yield high-performance, highly reliable 

products that deliver extended service with 

little or no required maintenance. 

Martindale Assembly in Shenzhen, China 

AFFILIATIONS 

AFFILIATIONS WITH PROFESSIONAL BODIES, INSTITUTIONS 

AND RESEARCH INSTITUTES 

Ongoing relationships with professional bodies within the global textile industry help to 

maintain our leading position in the manufacture, supply and service of textile testing and 

laboratory equipment. A selection of these bodies and our affiliation follows. We thank all of 

these organizations for the unwavering support we have received in the past and which we 

expect to continue in the future. 

�dana 
THE EUROPEAN DISPOSABLES 

AND NONWOVENS ASSOCIATION 

BRUSSELS, BELGIUM 

THE TEXTILE INSTITUTE, 

MANCHESTER, ENGLAND 

• 
ASTM "'TERNATIONAL 

bsi. 

111 
UNIVERSITY OF LEEDS 

AMERICAN ASSOCIATION OF 

TEXTILE CHEMIST AND 

COLORISTS 

Association of the 
�onwoven Fabrics Industry 

ADVANCING NOHWOY(HS WOIILOWIOli.' 

THE BRITISH TEXTILE MACHINERY 

ASSOCIATION, MANCHESTER, 

ENGLAND 

USDA 

THE BRITISH STANDARDS INSTITUTION 

CHISWICK, LONDON, ENGLAND 
THE UNITED STATES DEPARTMENT OF 

AGRICULTURE, NEW ORLEANS, USA 

D£11/lENDORF 

ITV DENKENDORF 

INSTITUTE FUR TEXTIL - UND 

VERFAHRENSTECHNIK, DEKNKENDORF 

♦ BISFA
THE INTERNATIONAL BUREAU 

FOR THE STANDARDISATION OF 

MAN-MADE FIBERS, 

BRUSSELS, BELGIUM 

MANCHEs1ER 
1824 

The University of Manchester 

THE UNIVERSITY OF MANCHESTER 

INSTITUTE OF SCIENCE AND 

TECHNOLOGY, MANCHESTER, 

ENGLAND 

THE INTERNATIONAL TEXTILE 

MANUFACTURERS FEDERATION, 

ZURICH, SWITZERLAND 

Introduction 
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QUALITY CONTROL AND CALIBRATION 

CERTIFICATE 

A 

AUa.:1 �:�:� T::�;�.:-:;-��!��
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, 
Chlcag�S�60613 

llaseatabllsl'HH!andappllu 
•�ualltyayatamfortt,e 

DHlgn,Manufaclu,.,SalesandServiceof 
M�::��E:�::::;::y•tams, 

1 
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Certificate 

of Accreditation I 
Calibrationl.Abor.atoryNo.0688 

.... ...-- _.... -"°""'� ' 

__ .,....,._-_, ____ ,""""_""'..,._ 

·- -

___ ...,,..__.,.., ____ 

bsi. 

Certificate of Registration 

,.....; ... ..::...:.:.1....:--...... -

To ensure the highest possible performance, every SDL Atlas product is subjected to complete 

testing and calibration. Our production centers around the world conduct tests and calibrations 

in full compliance with international standards. Upon completion, products carry applicable 

certifications such as CE, EMC and Machinery Safety Regulation. 

The SDL International Group was the first in the Textile Testing and Quality Control Equipment 

Industry to be awarded ISO 9000 certification in March 1993. This means that all departments 

including manufacturing, service, sales and administration are continuously self-assessed and 

regularly checked by quality assessors to ensure that we provide you with the best quality 

products and service before, during and after the sales process. 

SDL Atlas is a UKAS accredited calibration laboratory No. 0688. With fully trained technicians 

located in Europe, Asia, and North America, we are prepared to support our customers in 

maintaining their investment and their confidence in their test instruments. 

0688 

Introduction 
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Pressley Fiber Bundle Strength Tester F215 

To determine the tensile strength of natural fibers. 

Includes 1 pair of clamps and spacer, torque vice and 

wrench, cutter, comb and tweezers. A 5 mg x 0.01 mg 

capacity balance is required but not included. 

SIZE 

WEIGHT 

DIMENSIONS 

3.2 kg/ 7 lbs 

330 mm (w) x 100 mm (d) x 12S mm (h) / 
13 in (w) x4 in (d) x Sin (h) 

ORDERING INFORMATION 

104008 

104009 

104010 

STANDARDS: 

Pressley Fiber Bundle Strength Tester 

Clamps & Spacer (1 pair) 

Leather Clamp Facings (pack of 30) 

� ASTM D2524 B55116 1503060 

Hand operated, to determine the linear density ( count) 

of slivers and rovings. Fitted with roving bobbin stand, 

digital counter and precision cutter. Specify 1 meter or 

1 yard circumference. 

SIZE 

WEIGHT 

DIMENSIONS 

20 kg/ 45 lbs 

270 mm (w) x 330 mm (d) x 600 mm (h) / 
10.6 in (w) x 13 in (d) x 24 in (h) 

ORDERING INFORMATION 

300059 

300060 

Sliver and Roving Reel Meter 

Sliver and Roving Reel Yard 

www .s d l a t l a s .c o m  

Sliver and Roving Reel F216A 



NWSP 353.0.R0 (15)

Comes with large







Portable Mechanical Yarn Friction Tester ;v'096A/B 

To determine the coefficient of friction of moving yarns 

and assess the need for lubrication or suitability for 

further processes (in fitted case). 

Drive Unit, with friction tester mounting and tension 

device, to convert the portable yarn friction tester into 

a laboratory unit. 

SIZE 

WEIGHT 7 kg/ 15 lbs 

DIMENSIONS 400 mm (w) x 300 mm (d) x 220 mm (h) / 
16 in (w) x 12 in (d) x 9 in (h) 

ORDERING INFORMATION 

Y096A 

Y096B 

STANDARDS: 

Portable Mechanical Yarn Friction Tester 

Drive Unit 

1-filijl•iHll:i 

Hair Scan Portable Yarn Hairiness Monitor �103G 

For monitoring the quality of spun yarn or detecting 

broken filaments. The portable battery-powered unit 

uses an infrared detecting head, while low power 

circuitry ensures a long battery life, typically 10 

hours. A two line intelligent display (LCD) shows the 

measurement time (seconds) and count. If the batteries 

are low on charge, a message will appear requesting 

the batteries to be charged. 

Measurement time is selectable in increments of 5 or 

10 seconds. Minimum is 5 seconds and the maximum 

is 95 seconds. For broken filament detection there is 

a continuous mode where the Hair Scan will monitor 

until the operator decides to finish. Measuring head can 

be fixed permanently in the threadline. 

The Hair Monitor is supplied with a STANDARD 

measuring head size of 3 mm. This dimension was 

set many years ago by Shirley Institute for their Yarn 

Hairiness Meter first built in the 1960's. We also offer a 

range of heads from 1 mm to 5 mm that can be specified 

in increments of 0.1 mm with different dimensions 

between the yarn guide and the detecting hole. 

It is important to specify a non-standard head requirement 
when ordering. 

SIZE 

WEIGHT 0.5 kg/ 1 lb 

DIMENSIONS 80 mm (w) x 35 mm (d) x 160 mm (h) / 

3 in (w) x 1 .S in (d) x 6.5 in (h) 

w w w .s d!a t l a s .c o m  

ORDERING INFORMATION 

303158 Hair Scan Portable Yarn Hairiness Mon
itor. Non-Standard Heads are available 
by special order 















NWSP 
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The PowerTear™ is the most versatile tearing tester of 
its kind, allowing for the testing of both light and heavy 
weight samples. By adding the separately sold proprietary 
“E” Pendulum kit, the capacity of the PowerTear 
increases to 128 N, perfect for heavy duty samples.The 
new full color touch screen controller makes the 
instrument even easier to operate while the enhanced 
unit conversion and results tracking will greatly increase 
the customer experience during testing.The sleek new 
design will enhance the look of any laboratory.

•    Pendulum and weights for 8 , 16 , 32 and 64 N fit a 
      wide variety of testing demands.
•    Results are displayed in mN, cN, N, g, kg, oz and lb. 
      The display shows the sample number and which 
      pendulum is in use.
•    Adjustable controls for pendulum balance allows the 
      user to precisely determine the center of gravity and 
      make changes as required.
•    Electromagnetic brake halts the pendulum after the 
      test for user safety.
•    Touch screen controller can store 100 test results.
•    Large platform ensures instrument stability during 
      testing.
•    Set of test weights and check weights come in acrylic 
      racks for safe storage.

ASTM D 1424 BS 4253

NWSP 100.1

ASTM D1922 DIN 53128

TAPPI T414

BS 4468 DIN 53862

ISO 13937-1 ISO 4674-2ISO 1

GB/T 3917.1

974 ISO 6383-2 M&S P29 NEXT17

AFNOR G07-149

™



The HydroPro determines the waterproof properties
of fabrics such as canvas, coated fabrics, hood fabric, 
tarpaulin, rain-proof fabrics and geotextiles. The Fast 
Test function allows users to rapidly determine a failure 
point and perform other tasks during 80% of the stand
ard test time. An alarm indicates fail pressure is close.

• Video recording and image capture show real time
pressure for review after testing via computer software

• Testing pressure up to 5 bar
• Pneumatic sample clamping to avoid slippage and

leakage
• Automatic water filling and water level detecting
• Full color touch screen controller with preloaded 

routines for popular standards and custom programs
• Connects via WiFi to our exclusive RemoteAccess

App which alerts the operator when the test is 80% 
complete

• LED lighting of sample area
• Clear safety shield
• 100 cm² test head included

RemoteAccess

Video recording and image capture

Penetration Test for ASTM 
F1670, BS ISO 13994 and 

ISO 16603

110 kg / 243 lbs
510 mm (w) x 650 mm (d) x760 mm (h) /
20 in (w) x 23.8 in (d) x 29.9 in (h)

Size Test for BS 3321

Blood Penetration Attachment (ASTM F1670, 
BS ISO 13994 & ISO 16603)

ISO 

NWSP

1420A&B

NWSP





The AirPerm makes air permeability testing affordable 
while  maintaining  confidence  that  test  results  meet 
international and retailer standards.  Designed to meet 
air permeability standards for textiles, nonwovens, and 
paper  the  AirPerm  provides  quick,  straightforward 
results in the unit of measure of your choice. 

Automatic ranging system detects the size of the 
installed  test head and determines the pressure 
range required
The powerful, yet quiet vacuum accommodates a 
variety of test plates to suit every application and 
features easy calibration for daily checks.

The long arm and large table allow for larger 
samples to be evaluated in multiple areas.
20 cm2 test head standard for calibration
Performs “Face Mask Testing” to EN 14683
Full color touch screen controller
Test results can be stored to the main controller 
for retrieval or a USB drive for remote printing
Side drawers for test head and accessory storage
Performs “Foam Testing” to ASTM D3574 & EN 
ISO 7231(optional foam test fixture is required)

AirPerm Air Permeability Tester

Versatile

STANDARD TEST HEAD SELECTION
5 cm2 20 cm2 25 cm2 38 cm2 50 cm2 100 cm2 Foam Box Mask Test

adidas TM 6.08 •
ASTM D737 • • •

ASTM D3574 •
BS 5636 •

DIN 53887 • • •
EDANA 140.1 • •
EDANA 140.2 • •
EN ISO 7231 •

EN 14683 •
GB/T 5453 • • • •
ISO 9237 • • • •

JIS L 1096-A •
TAPPI  T251 •
NWSP 70.1 • • • • • •
Dense Samples •

Foam Test Head

Face Mask Test Head



200941     Shirlastain® A - 500 ml 

402236     Shirlastain®  A - 1 Gallon

200896     Shirlastain® Multifiber Fabric - 1 Meter

Shirlastain®   was   originally   developed    to   identify 
different fibers with an easy test. However, these stains 
have   been   found   to  have   multiple  applications  in 
numerous  industries.

· Fiber Identification

· Detecting coverage gaps of silicone in Silicone Release 
Paper

· Detecting pinholes in Silicone Release Paper

®

BS 4294



205080    Feather Touch Digital Thickness Tester for 
  ASTM 1777 Option 1

205081    Feather Touch Digital Thickness Tester for 
  ASTM 1777 1&2

205082    Feather Touch Digital Thickness Tester for 
  ASTM 1777 Option 1.2.5

254

Accurately measures thickness of textiles, non-wovens, 
technical fabrics and many other materials. Using specific 
diameter presser foot (feeler) and mass (weight) it can 
measure according to ASTM D1777, ISO 5084, D1621, 
D5199, D461, D751-06, D3652, ISO 9863-1, ISO 964-1 
(2 kPa only) and many other international testing 
standards.

Supplied with a 9.5 mm diameter presser foot and 143 g 
mass. This configuration is designed to measure according 
to the ASTM D1777-2 and D751-06 specifications. 
Optional presser foot diameters and related weights are 
available and custom sizes can be supplied to accommodate 
your specifications. Refer to the details below.

The certified digital indicator includes 3 SPC data output 
formats, English or Metric display, auto power-off, and a 
left-hand lifting lever. The indicator is fitted on an 8 inch 
(200 mm) tall column to allow the indicator to be raised 
or lowered to accommodate different size test specimens. 
The 6"x 6"x 2" (150 x 160 x 50 mm) laboratory grade 
certified granite base offers a smooth and extremely hard 
reference plane for precise and repeatable measurements.

For those requiring data output for recording and quality 
documentation purposes, a serial output cable and 
windows-based software program is optionally available.

4.5 kg / 10 lbs

2 0
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205067 ISO 6330:2021
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401357               AATCC Type I Ballast

401359               AATCC Type III Ballast



Vortex Plus

Vortex Plus, built on the same trusted instrument 
platform used by major manufacturers and retailers 
inthe sportswear and apparel industries for their AA
TCC wash testing, now with an automatic liquid  
detergent dispenser. The instrument is designed to 
serve the needs of customers that need to simulate 
the multiple washes that occur in the lifespan of a 
fabric or garment.

The Vortex Plus holds over 2 liters of detergent 
which it can automatically dispense for up to 50 
repeated wash cycles without operator intervention. 
The dosing of detergent through the liquid dispenser 
is fully programmable by the operator, as are all other 
aspects of the wash cycle such as Bath Temperature, 
Water Volume, Agitation (Speed & Time), Spin 
(Speed & Time), and Rinse Volume.The Vortex Plus 
has the same robust design and performs all of the 
same functions of the Vortex M6, meeting AATCC 
wash testing requirements.

WEIGHT           101.45kg / 223.65lbs

DIMENSIONS    650mm(w) x780mm(d) x1320mm(h) /

                           25.5 in(w) x30.7in(d) x51.9in(h)

403729               Vortex Plus

202139               AATCC Shrinkage Scale

303255               Black Indelible Marker

303257               Yellow Indelible Marker

AATCC M6,LP1,88 B/C,124,130,135,142,143,150,

172,179,188,191, 207 

CAN/CGSB-4.2 NO.58                 ISO 6330:2021

Plus

device

2 9
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RotaPill

RotaPill Box
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403658

CONSUMABLES

CONSUMABLES

Consumables

AATCC 61 AATCC 86 AATCC 132 

ISO 105-C09 ISO 105-C10 ISO 105-D01

AATCC 190 GB/T 3921 GB/T 5711

ISO 105-E03 ISO 105-E12 Woolmark TM7

GB/T 12490

Woolmark TM115

FTM S 191 Method 5622 M&S C4A M&S C5 M&S C10A M&S C11 M&S C26 M&S C37 M&S C49A

ASTM E3162-18ASTM D6014

3 4
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STANDARD

30.5 mm 
(7.3 cm2)

31 mm 
(7.55 cm2)

TEST HEAD SELECTION

31.5 mm 
(7.8 cm2)

35.7 mm 
(10 cm2)

79.8 mm
 (50 cm2)

ASTM D3786 •
BS 3424-6 • •
EN 12332-2 •

EDANA ERT 
80.4-20

X X •

FZ/T 01030 •
ISO 13938-1 X X •
ISO 3303-2 • • • •
GB/T 7742.1 •

WSP 030.1.R3 (12) •
WSP 030.2.R3 (12) X X •
Distension Height 39 mm 39 mm 39 mm 39 mm 70 mm

This list of standards is a partial listing of the most common textile standards.  The instrument can also be used for packaging, paper, plastic and foil.

• Preferred
X Optional

3 6



STANDARD TEST HEAD SELECTION
30 mm

(7.1 cm2)
30.5 mm 
(7.3 cm2)

31 mm 
(7.55 cm2)

35.7 mm 
(10 cm2)

79.8 mm 
(50 cm2)

80 mm 
(50.3 cm2)

113 mm 
(100 cm2)

adidas 4.09 •
ASTM D3786 •

NWSP  
80.4-20

X X •

GB/T 7742.2 • • •
ISO 13938-2 X X • X

M&S P27 • •
Next 22 •

Woolmark TM 29 •
NWSP 030.1.R3 (12)

NWSP 030.2.R3 (12)

•
X X •

Distension Height 25 mm 31 mm 31 mm 31 mm 70 mm 45 mm 70 mm
This list of standards is a partial listing of the most common textile standards.  The instrument can also be used for packaging, paper, plastic and foil.

• Preferred
X Optional

3 7
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and keeps residual water from
potentially contaminating future tests.

INNOVATION MADE EASY
Precision spray nozzle 
Quick lock design for easy sample loading
Durable metal frame made of high-grade 316 
stainless steel to prevent rusting

WEIGHT           6.2kg / 13.67lbs

DIMENSIONS    196 mm (w) x 235 mm (d) x 505 mm (h) /
                         7.7in (w) x 9.2 in (d) x19.8 in (h)

4 1

108945



GB/T5456 GB/T8746

EN 407 EN ISO 14116 EN ISO 14878

M233B                AutoFlamm
108960               Optional Radiator Assembly for BSEN 
                          13772:2003 - 220V/50Hz (Design 2020)
109086               Optional Radiator Assembly for BSEN 
                          13772:2003 - 110V/60Hz (Design 2020)

108958  Pin Frame & Template for EN71-2 section 5.4

4 2



16 CFR PART 1610

GB/T 14644

ASTM D1230 FTMS 191-5908

4 3



CA TB 117(2000)

4 4



BS 5852:2006
204557

RX33-190 (pack of 50)

RX33-190 (pack of 50)

RX33-190 (pack of 50)

204558

204559

4 5
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ISO12673 ISO12947
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202685 Calibrated Resin Bonded Fiber Board  

CONSUMABLES

5 6



5 7



5 8



5 9



ASTM D3597
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STANDARD:
FZ/T 0    66-2022

23 3320
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204706 Force Gauge
204705
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402988              ASTM 35    Kit for Pilling Tester - consists of a lower 
                             wood plate, 6 round sample plates & 25 lbs weights.

20473                FORD BN   25-0   Kit for Pilling Tester

1 0 3



1 0 4



STANDARDS:204750/204751

STANDARDS:204748/204749

204750/204751
204748/204749

1 0 5

















Phenotest BHT-Free Plastic Film, 760 mm 
wide, (doubled), pack of 15 

CONSUMABLES

Film Cutting Template

106930  

201053  

consumables
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SafQ
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SafQ

SafQ

SafQ

SafQ

SafQ

SafQ

SafQ

SafQ
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SafQ

SafQ

SafQ

SafQ

SafQ

SafQ

SafQ

SafQ

SafQ

SafQ

SafQ

SafQ

SafQ

SafQ

SafQ

SafQ

SafQ

SafQ

SafQ

SafQ

SafQ

SafQ

SafQ

SafQ

To determine the impact resistance of plastic sew-through flange buttons to 
a mass of 0.84 kg (29.5 oz.) released from various heights. Cracking, chipping 
or breakage constitute failure, available for ASTM D5171 & LEVI'S. 
Supplied with 44 mm and 67 mm height blocks; other height blocks available 
upon requested.

103812
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SafQ
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SafQ

SafQ
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SafQ

The SafQ Snap Tester is used to determine the holding or
breaking strength of prongring attached snap fasteners
onto garments. The instrument consists of an SafQ Upper
Snap Clamp, a SafQ Lower Fabric Clamp and SafQ Force 
Gauge mounted on a stand. The snap component is 
gripped by the SafQ Upper Snap Clamp and the garment is 
fixed to the SafQ Lower Fabric Clamp. By turning the Top 
Flywheel, the operator can apply a specific force and the 
holding force of the breaking strength can be recorded.  

The SafQ Snap Tester has become a sandard for safety
testing in children and infant garments. Nike, AMC, Target, 
Federated, C&A, Hennes & Mauritz and GAP have 
specifically adopted the tester throughout their supply   
chains. 



SafQ

SafQ

SafQ

SafQ

SafQ

SafQ

SafQ

SafQ SafQ

SafQLigne

Ligne

SafQ

SafQ

SafQ SafQ
SafQ

SafQ
SafQ
SafQ
SafQ
SafQ
SafQ
SafQ



SafQ

SafQ
SafQ
SafQ
SafQ

SafQ

SafQ

SafQ

SafQ

SafQ

SafQ

SafQ

The SafQ SnapRite is supplied with an SafQ Upper 
Snap Clamp (Ligne 12-16),SafQ Upper Stud Clamp, 
and a SafQ Lower Fabric Clamp. Capability can be 
enhanced with clamps and accesories for testing of 
other Snaps, Jean Buttons, Four Hole Buttons and 
Garments Accessories such as Zippers, Bows, 
Appliqué, Toggles, Hooks/Bars, and D-Rings, amongst 
others.
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7 days chat (pack of 55 supplied).

7 Days Chat (pack of 55)



G206D Electronic Temperature and Humidity Recorder 

COMMANDER 1900 

G207 Whirling Hygrometer 

A more accurate and sophisticated recorder than 

G206. Air is drawn over the sensing elements by an 

electrically driven fan. T he mechanism allows a rapid 

reaction transfer to the circular chart of small changes in 

temperature and humidity. 7 day charts (100 supplied), 

electronic clock, and pens. 0-40° C, 20-100% RH. 

SIZE 

WEIGHT 10 kg/ 22 lbs 

DIMENSIONS 370 mm (w) x 170 mm (d) x 360 mm (h) / 
15 in (w) x 6.5 in (d) x 14.5 in (h) 

ORDERING INFORMATION 

300156 

202591 

300161 

Electronic Temperature and Humidity 
Recorder 

Charts 7 Day (pack of 100) 

Felt Tip Pens Red (pack of 3) 

202921 Felt Tip Pens Green (pack of 3) 

STANDARDS: 

ERT 6o:iJI M&S PG �6 

To determine relative humidity and temperature. With 

relative humidity slide rule and carrying case -15°C to 

+40°C 

SIZE 

WEIGHT 0.3 kg / 0.7 lbs 

DIMENSIONS 230 mm (w) x 30 mm (d) x 145 mm (h) / 
9 in (w) x 1.2 in (d) x 6 in (h) 

ORDERING INFORMATION 

G207 Whirling Hygrometer 

STANDARDS: 

N9;ii!·SM

G207A Digital Relative Humidity & Temperature Meter 

Battery operated 0-60°C x 1 %, 15-90% RH x 2%, liquid 

crystal display, fitted case. Optional calibration kit 

available. 

SIZE 

WEIGHT 0.3 kg / 0.7 lbs 

DIMENSIONS 200 mm (w) x 200 mm (d) x 75 mm (h) / 
8 in (w) x 8 in (d) x 3 in (h) 

ORDERING INFORMATION 

300162 

300164 

STANDARDS: 

M9iii1·1M 

Digital Relative Humidity & Temperature 
Meter 

Calibration Kit 

Ge n e r a l  



Microscopy Yarn & Fabric Holder Set G208 

A set of two clear acrylic holders to mount yarn or 

fabrics for microscopic viewing. The fabric holder can be 

used to look at a cut or folded edge. 

SIZE 

WEIGHT 0.2 kg/ 0.4 lbs 

DIMENSIONS 7S mm (w) x SO mm (d) x 25 mm (h) / 
3 in (w) x 2 in (d) x 1 in (h) 

ORDERING INFORMATION 

300167 

STANDARDS: 

Microscopy Yam and Fabric Holder Set 

M&SPG■ ERT60-1 

Precision Monocular Microscope G208A 

For the examination of textiles up to 1000 times 

magnification. Eye pieces 1 Ox, objectives 4x, 10x, 40x 

and 100x, 12V/20 W Halogen illumination with intensity 

adjustment, 4S0 inclined Monocular head with 360 

rotatable head, coarse and fine focusing, vertical travel 

range 27 mm. 

SIZE 

WEIGHT 4 kg/ 8.8 lbs 

DIMENSIONS 220 mm (w) x 300 mm (d) x 420 mm (h) / 
9 in (w) x 12 in (d) x 17 in (h) 

ORDERING INFORMATION 

204434 Precision Monocular Microscope 

For the examination of textiles up to I 000 times 

magnification. Eyepieces I Ox, objectives 4x, I Ox, 40x, 

I 0Ox, 6V/30W quartz Halogen illumination with 

intensity control, 30° inclined Trinocular head with 360° 

Swiveling eyepiece tubes, coaxial coarse and fine 

focusing with 2 micron minimum increment with 

tension adjustment, vertical travel range 20 mm. Large 

mechanical stage with travel range 76 x 50 mm. 

SIZE 

WEIGHT 4 kg/ 8.8 lbs 

DIMENSIONS 220 mm (w) x 300 mm (d) x 420 mm (h) / 

9 in (w) x 12 in (d) x 17 in (h) 

ORDERING INFORMATION 

300169 PrecisionTrinocular Microscope 

www .s d l a t l a s .c o m  

Precision Trinocular Microscope G208B 

" 



G208B 1 Compound Digital Microscope System 

Precision binocular sliding 

3O°inclined and built-in digital 

Widefield I Ox eyepieces and 

head microscope 

live imaging chip. 

achromatic super 

contrast objectives for total magnification of 4x, I Ox, 

4Ox and I OOx. Coaxial mechanical stage with slide 

holder, 3W LED illumination with intensity control. 

Includes powerful image analysis software capable of 

capturing images, on-screen measure, storage and 

retrieval (support PC-Windows 8/ IO and 

MAC-OSX). 

ORDERING INFORMATION 

204434 

204440 

204441 

300183 

Compound Digital Microscope System 

As G208B1 ,add Polarising Set fitted and 
calibrated 

20 watt, spare bulb 

Advanced Digital Microscope Software V3.2 

- For use with G208B1 and G208F2 

Ge n e r a l  
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Dual purpose for both perspiration and ovendry tests
with  high  accuracy.  30  liter  or  120  liter  capacity.
Dual  temperature  ranges  and  scales  (40-250ºC +/- 
0.25ºC, 30-100ºC +/-0.75ºC) , stainless  steel interior. 
Circulation  fan  and  door  thermometer,  2  shelves. 
Other   sizes,   temperature   ranges   and  accuracies 
available  on  request.

1 3 1
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38.8 330 mm   356 mm    330 mm

609mm    508mm    457mm

762mm   610mm    610 mm

141.5

283
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Lightweight magnifier with an all-metal construction, 
6500K full circle LED light sources (three-step dimming), 
and a flexible spring-balanced arm in the Luxo tradition.  
3 or 5 diopter glass lens (1.75X, 127 mm dia) is the ideal 
way of illuminating an object, virtually eliminating shadows. 
Separate quote of additional magnification a secondary lens 
of 4, 6 or 10 diopter that attached to the magnifier can be 
provided.

204949

1 4 2



205125   AATCC Technical Manual & Test Methods 
  Latest edition（2023）

205126   AATCC Technical Manual & Test Methods 
  Latest edition - USB（2023）

205070   ASTM Book of Textile Standards & Test 
  Methods(2 volumes) Latest Edition

1 4 3
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Standard Consumables for Standards Based Testing 

CONSUMABLES

Consumables ConsumablesConsumables

Batch after Batch.
Each batch of consumables supplied by SDL Atlas is thoroughly tested to ensure conformity 
and consistency from batch to batch to provide our customers with the utmost confidence 
in their standards-based testing. All of the consumables we sell are of the highest quality and 
meet international and retailer standards. 

SDL Atlas offers the broadest range of consumables in the textile and home appliance test-
ing markets. Our extensive inventory provides a single source solution, plus we offer 
technical expertise to assist in making testing efficient, precise and compliant. 

We offer multifibers and detergents for wash fastness tests, crocking supplies, ballasts, 
abrasion and pilling supplies, specialized consumables for specific instruments, 
consumables for home appliance testing and more.

while consistency is ensured by archiving every tested sample – logging and documenting every 

SDL Atlas manufactures high qual-
ity Pre-Cut Crocking Cloth for all 
major international standards in-
cluding AATCC, ISO, Next, and 
M&S standards. We also supply 
Crockmeter Verification Fabric,  
Green Felt and Emery Paper 
for your convenience. 

Each batch of Crocking Consu-
mables supplied by SDL Atlas is 
thoroughly tested to ensure 
conformity and consistency 
from batch to batch to provide 
our customers with the utmost 
confidence in their standards-
based testing.

Ordering Information
Crockmeter Squares  for American Standards 
2”  x 2” 1,000 pieces

200877

Crockmeter Fabric for American Standards 
per yard

200878

Crockmeter Squares for European Standards 
2” x 2” 1,000 pieces

403532

Crockmeter Fabric for European Standards  
per meter

403011

200782

25 pieces
103871

Green Felt 2”  x 2” 1,000 pieces 201059
Emery Paper 25 sheets 103872

2” x 2” Crock Square

Crock Square mounted

1 4 6 1 4 7



The Phenotest was developed to assess the potential of white, pale and pastel textiles to yel-
low during periods of warehouse storage or transit. SDL Atlas provides the necessary Cons-
umables for performing phenolic yellowing tests for ISO, Next and M&S Standards. 

Ordering Information
Impregnated Test Paper, pack of 30 107345
Impregnated Test Paper, pack of 150 106432
Phenotest Control Fabric, pack of 30 203038
Phenotest BHT-Free Plastic Film, 
760 mm wide (doubled), pack of 15

106930

Phenotest BHT-Free Plastic Film, 
400 mm x 200 mm, pack of 100

107650

Phenotest Glass Plates, pack of 10 200929
Film Cutting Template 201053

ISO Phenotest in progress

Phenotest Consumables

SDL Atlas provides the necessary Consumables  for performing all major test methods for 
Pilling and Snagging tests using the RotaPill Pilling and Snagging Tester and the Random Tumble 
Pilling Tester. 

Cork Liners Cotton Sliver Pilling Tubes

Our high quality items such as cork 
liners, cotton sliver, pilling and snag-
ging tubes, templates, mounting jigs 
and much more have provided con-

remain consistent from test to test.  

Ordering Information
Random Tumble Pilling Tester Consumables
Cork Liners (pack of 50) 200771
Cotton Sliver (9 meters) 202324
White Adhesive 400112
RotaPill Consumables
Sample Tubes (pack of 4) 101026
Unmounted Cork Linings (pack of 6) 101027
Snagging Points (set of 6) 107701
M&S Sample Tubes & Locking Rings (set of 8) 106841
M&S Liner and Step for Pilling & Snagging Drum 106885
Felt for Octagonal Snagging Drum Test 200947

RotaPill Consumables

White Adhesive

Random Tumble Pilling Tester with Cork Liners

RotaPill box with Cork 
Linings and Sample Tubes

SDL Atlas manufactures a variety of ballast and wash loads for dimensional stability and dura-
bility testing. In addition, we carry a full range of detergents for wash and colorfastness tests. 

Ballast Ordering Information

ISO Type 3 Polyester Ballast, 20 x 20 cm 403468
ISO Type 3 Polyester Ballast, 30 x 30 cm 403276
AATCC Type 1 Ballast 100% Woven 
Cotton, 36 x 36 in

401357

AATCC Type 3 Ballast 50/50% Woven 
Polyester/Cotton, 36 x 36 in

401359

Underwriters Laboratories (UL) 2157 
100% Cotton Ballast, Double Hemmed - 
22” x 34”

403380

Underwriters Laboratories (UL) 2157 
100% Cotton Ballast, Double Hemmed - 
10” x 10”

401365

ECE and AATCC Detergents

100% Cotton Ballasts

Consumables Consumables Consumables

Consumables Consumables Consumables Consumables
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Ordering Information
Wool Abradant Fabric (SM25), 5 meters 403253
Felt Discs, 90 mm (pack of 20) 200910
Felt Discs, Woven 140 mm (pack of 20) 200971
Felt Discs, Nonwoven 140 mm (pack of 20) 200946
Felt, Woven, 1 m x 1.5 m 200947
Felt, Nonwoven, 1 m x 1.5 m 200945
Standard Backing Foam 108179
Sample Retaining Rings (pack of 20) 105136
PL3IB Grit 180 Abrasion Paper (50 sheets) 107765
Silicon Carbide Paper (pack of 25) 200943
Trizact Synthetic Abrasion Discs, Green, 
35 Microns (pack of 25)

201077

Trizact Synthetic Abrasion Discs, Orange, 
5 Microns (pack of 25)

203289

SDL Atlas supplies a wide 
variety of Consumables  de-

on the Martindale Abrasion 
and Pilling Testers. From 
standard abrasion and pilling 
tests to performing special-
ty tests for everything from 

-
ished surfaces and more, our 
Consumables  will ensure 
that each test performed is 
reliable every time. 

Martindale Abrasion and Pilling 
Tester ready to perform abra-
sion testing

Pre-Cut Abradant Disc

Martindale Consumables

for assessing color transfer. Available in Cold Cut, Heat Sealed and Overcast, each box of 

-

the meter.

-
ed by labs as an equal to other existing brands. 

Container

designed dispenser boxes for ease of use and to 
protect the product.pre-cut pieces

Ordering Information
AATCC #10 - -
ton, Spun Nylon 6.6, Spun Polyester, Spun Acrylic, and Worsted Wool. Available in Heat 

45” (115 cm) by the Meter 200883 (meter)

2” X 2” #10 -500 pieces 403724 (HS), 403725 (CC), 401725 (OE, 1000 pieces)

2” X 4” #10 -1000 pieces 300294 (HS), 300292 (CC), 401718 (OE)

2” X 6” #10 -1000 pieces 300297 (HS), 300295 (CC), 300296 (OE)

ISO & M&S #10A  - 
Cotton, Spun Nylon 6.6, Spun Polyester, Spun Acrylic, and Worsted Wool. Available in 

45” (115 cm) by the Meter 200881

4 cm X 10 cm #10A -1000 pieces 200879 (HS), 300298 (CC), 400890 (OE)

5 cm X 10 cm #10A -1000 pieces 300302 (HS), 300300 (CC), 400891 (OE)

ISO TV  - For High Temperature Wash Testing. Six warp stripes with 1.5-cm repeat, Fil-
ament Acetate, Bleached Cotton, Spun Nylon 6.6, Spun Polyester, Spun Acrylic, and Spun 
Viscose
4 cm X 10 cm  -1000 pieces 300317

5 cm X 10 cm  -1000 pieces 300319

10 Meter Roll 200828

ISO DW - Six warp stripes with 1.5-cm repeat, Filament Acetate, Bleached Cotton, 
Spun Nylon 6.6, Spun Polyester, Spun Acrylic, Worsted Wool
4 cm X 10 cm -250 pieces 403279

5 cm X 10 cm -200 pieces 403280

10 Meter Roll 403277

50 Meter Roll 403278

LW - For M&S and Retailer Methods. Six component yarn stripes, each measuring 15 
mm. Consisting of Regenerated Cellulose, Bleached Cotton, Spun Nylon 6.6, Spun Polyes-
ter, Spun Acrylic and Worsted Wool
10 Meter Roll 403281

50 Meter Roll 403282

ConsumablesConsumables Consumables Consumables
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variety of Consumables  available from a single source. These pages show just a small sampling 
of what else we offer. For more information on SDL Atlas Consumables or to request a 
quote, contact an SDL Atlas solutions expert today. 

Gray Scales for Staining and Color Change

Stainless Steel Balls and Rubber Balls 

MMT Control Fabric

Replacement 
Cutting Blades

Universal Wear Tester Consumables

Shirlastain®

To download a complete Consumables Catalog, visit 
our website at www.sdlatlas.com.

Flammability Consumables Wooden Cribs

Specialty Cut Fabrics Lightfastness Consumables

Snagging Consumables Bursting Diaphragms

through expertise and global partnering

and global partnering.  Our customers can be assured that they are making informed decisions based on accurate 
test results. 

SDL Atlas experts work closely with standards committees and retailers on development of standards. Our engineers 
develop instruments to meet these standards. Our service team calibrates the instruments to exacting UKAS and 
internal standards.  High quality consumables  that are consistent from batch to batch are also produced and distributed 
by SDL Atlas.

SDL ATLAS LLC
3934 Airway Drive
Rock Hill, SC 29732-9200, USA
Telephone: +1 803 329 2110
Facsimile: +1 803 329 2133
Website: www.sdlatlas.com

SDL ATLAS LTD.
3J, Garment Centre, 576 Castle Peak Road,
Kowloon, Hong Kong.
Telephone: (852) 3443 4888
Facsimile: (852) 3443 4999
Website: www.sdlatlas.com

Consumables
Consumables  are a critical part of many textile tests.  SDL Atlas produces and distributes a complete line of consumables
Each batch is thoroughly tested to ensure conformity and consistency from batch to batch.

Consumables selection include:
• 
• Cork Liners
• Abradants
• Phenolic Yellowing
• Detergents
• Ballasts
• Crocking Fabric

Calibration & Service
• UKAS calibration
• ISO calibration
• Service support
• Factory trained representatives
• SDL Atlas service technicians

SDL Atlas is a UKAS accredited calibration laboratory No. 0688. With fully trained technicians located  in Europe, Asia, and 

testing instruments. 

SDL ATLAS LTD.
1B, Building B, JunXiangDa Mansion,
No. 9 Zhongshan Yuan Road,
Nanshan, Shenzhen, 518052, China
Telephone: +86 (755) 2671 1168
Facsimile: +86 (755) 2671 1337
Website: www.sdlatlas.com

Consumables Consumables Consumables Consumables Consumables
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AirPerm
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55
139
152-153
46,48,58,60
27
18
105
140
9
36
66

Consumables

124-125
6,10
101
22
138
123
6
38
36-37



Consumables
Consumables Washing and Stability Testing 
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10
72
75
116-118
140
48
107-109
132-134
132,134
136
34,35,52,55,62,66
143
27
138
146-156
27
10
140
12
13
51-52
49
17
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27
15
26,29
65
25
100
64
26
70
70
74

14-15
19
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23
19
49
12
54
67
49
20
2
3,79
19
42-45
45
44
45
141
7
19

66
102
138



Washing Tester
Drying Tester
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7
10
104
10
70
29
29
88
136
126
126
17
16
126

22
19
41
131
136
138

35
12
132-134
50,51,52
138
131
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142
153
27
114
46-47
140
127-130
2
127
2
63
136-137
4
152-153

60

4
4
131
62



1 6 3

6
71
71
70
135
100
57
18
16
58
40
40
113
122-123
123
122
53
53
32
30
32
31
102
37
103
102
26
59
3
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39
31
38
30
59
34
3
51-52

49
17
50
54
141
116
116
139
19
13
9
3
141
30
22
27
12
88
10
41
19
142
25
55
73



Top-Loading Washing Tester
Tumble Drying Tester, Front-Loading
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104
110
73
12,13
110-111
3
81
115
54
122
56

58
100
115
15
14
126
126
122-123
10
89-96
21
143
125
123
20,23
20
28
29
8



Vortex Plus
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33
88
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77-84
61

58
44
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28
29
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Washing Tester
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10
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